
RELAY REPAIR KITS
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REPAIR KIT NO. - PO3-6K*

PART NUMBER     DESCRIPTION       QUANTITY

BR-011 Poppet Stem O-Ring Buna N 1
BR-022 Body Seal O-Ring Buna N 1
BR-029 Piston O-Ring Buna N 1
PO3-4/8 Spring 1
V-112 Poppet O-Ring Viton® 2
23207 Gasket 1

Doc# 31056 • Rev 10/14

* Note: This kit also compatable with PO3-4S, PO3-4A and PO3-6A relays.
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hen using a relay it is recom
m

ended to use a pressure regulator (PC
V) for the “O

scillam
atic” controller and another PC

V for the relay.

The pressure supply to the “O
scillim

atic” controller should be set at a m
inim

um
 pressure of 35 PSI.

The pressure supply to the relay should be a m
inim

um
 of 50 PSI to a m

axim
um

 of 150 PSI, depending on the required discharge pressure. See individual 
pum

p specifications for specific am
pilication ratios.

D
uring m

axim
um

 input pressures, the exhaust m
ode noise level m

ay becom
e excessive. M

uffler m
odel no. R

M
-4 m

ay be used in the exhaust port.

R
EPA

IR
 K

ITS: The item
s identified w

ith the sym
bol            are contained in a com

plete repair kit.
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